
IAO-J2515C-M
Main Features
• Based on Intel's J1900 4 x 2GHz CPU

• Perfect choice for Operation Rooms, Intensive Care and other 

areas in the hospital

Specification
Processor Intel J1900 4 x 2GHz

Memory 4GB (max 8GB)

Storage SSD 128G/256G

IO
2 x USB2.0, 2 x USB3.0,
VGA, serial, HDMI, 2 x LAN

Security
internal (option) smart card,2D
barcode, RFID

WLAN & Bluetooth 802.11 a/b/c/g/n internal

Display
15 inch TFT LED
Anti Glare glass

Sizes 560 x 410 x 150 mm

Webcam 2MP(Optional)

Resolution 1024 x 768 

Pixel pitch 0.297 x 0.297 (one per triad)

Active screen area 307.4 (H) x 231.3 (V)

Contrast ratio 2000 (Typ)

Luminance 300 cd/m²

Optical response time 5ms

Power 12V DC medical adapter

Power consumption 21 Watts

Weight 5 kg

Touch screen (option) Capacitive 10p Multi Touch

VESA 75/100mm VESA mount

Operating temperature 0°C to 40°C

Storage temperature -20°C to +60 °C

Compliance
CE, FCC-B, RoHS, 
IEC 60601-1, IEC 60601-1-2,
Class 2 double insulation

Operating system Windows 7, Windows 10

Medical AIO Solution
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